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Amendments to the Specification 

Page 2, lines 8-23, please replace the paragraphs with the following: 

Future Further , an air suction device for a surface boat of this invention is characterized 
by comprising a filter element of paper type arranged in an air suction passage of an engine, 
wherein the filter element is composed of a core made of a filter material and permeable 
waterproof sheets arranged at the upstream and downstream sides of the core in the air suction 
passage. 

Futuremore Furthermore , an air suction device for a surface boat of this invention is 
characterized by comprising an air suction box for communicating an air suction pipe of an 
engine with an air suction cylinder, a filter element of paper type arranged between the air 
suction pipe and the air suction cylinder in the air suction box, and a buffer room of a large 
capacity formed between the air suction pipe and the filter element, wherein the filter element is 
composed of a core made of a filter material and a permeable waterproof sheet arranged at the 
upstream side surface of the core in the air suction box. 

Page 4, lines 4-19, replace the paragraph with the following: 

A reference numeral 13 denotes a steering handle, 14 denotes aseat for a crew, 15 
denotes a four - stroke engine formed of four cylinders connected in series, arranged directly 
below a swelling portion of the deck 12, and fixed to the bottom shell 1 1 through rubber dampers 
16, 17 denotes a fuel tank mounted in front of the four - stroke engine 1 5, 1 7a denotes a fuel 
supply port opened above the deck 12, 18 denotes an air suction pipe of the engine 15, 19 
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denotes an exhaust pipe of the engine 15, 20 denotes a propelling device, 21 denotes a propeller 
shaft, 22 denotes a propeller driven by the engine 15 through the propeller shaft 21, 23 denotes a 
water suction pipe opened at the bottom shell 1 1, 24 denotes an ejection port opened at the stern 
of the bottom shell 1 1 for ejecting a water jet of high speed formed by the propeller 22, 25 
denotes a water pipe for connecting the water suction pipe 23 and the ejection port 24, and 30 
denotes an air suction box made of a synthetic resin comprising upper and lower half portions. 
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